
CLEANSEAL C
P828.0703
WBM/OBM Drilling

Product Description
CLEANSEAL C is a metamorphic mineral used as Lost
Circulation Material in completion and drilling fluids.

Product Function
CLEANSEAL C is utilized to prevent fluid movement to
permeable formations. They can be utilized to combat lost
circulation, or in combination with other LCM.

Features and Benefits
CLEANSEAL C is fully soluble in 15% HCl acid. CLEANSEAL
C exhibits better sealing efficiency in fractured formations.

Recommended Treatment
The concentrations and particle size distribution of
CLEANSEAL C will vary considerably depending on the
application.

International Shipping References
Transportation of CLEANSEAL C is not restricted by any
regulatory agency.

Standard Packing
CLEANSEAL C is packaged in 25 kgs or 50 kgs multiwall
paper sack with polyethylene liner or 1 MT big bag.

Safe Handling Recommendations
Utilize normal precautions for employee protection when
handling chemical products. Utilize appropriate respirator,
gloves, goggles and apron. Refer to the Material Safety Data
Sheet (MSDS) for this product prior to use.

Typical Physical Properties

• Physical State: Solid • Max Temperature: 350
• Reservoir Compatible: Both • Category: LCM
• Sub Category: • Product Tier: Regular
• SG value: 2.7 • Appearance: White flakes
• Specific Gravity: 2.7 • Particle size (mm): 2.2 - 5.8
• Soluble in 15% HCL: Fully soluble
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Petrochem Performance Chemicals Limited LLC believes in good faith that the information presented in this bulletin is accurate and reliable. No other representation or warranties are given or made in relation
to the information or the products of whatsoever nature, and Petrochem Performance Chemicals Limited LLC assumes no responsibility for advice or recommendations made herein or any other information
disseminated concerning this product. Petrochem Performance Chemicals Limited LLC will replace or issue credit for the purchase price of any product determined to be defective at delivery. Under no
circumstances shall Petrochem Performance Chemicals Limited LLC or its responsible personnel be liable for any special or consequential damages whatsoever.
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